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eni i-Sint super SN 15W-40 is a SYNTHETIC TECHNOLOGY lubricant of the latest generation formulated 
to meet the requirements of newest gasoline (16 valve/variable valve timing/catalysed) engines, even 
when operating under the severest conditions.  

eni i-Sint super SN 15W-40 provides superior protection against the wear, through better lubrication, 
saving fuel and reducing emissions of pollutants. It is also suitable for diesel engines operating under mild 
duty. 

CHARACTERISTICS (TYPICAL FIGURES) 

 
eni i-Sint super SN 15W-40 

SAE Grade 15W-40 

Viscosity at 100°C mm²/s 14.3 

Viscosity at 40°C mm²/s 108 

Viscosity at –20°C mPa�s 6400 

Viscosity Index - 134 

Flash Point COC °C 256 

Pour Point °C -33 

Mass Density at 15°C kg/l 0.873 

 
PROPERTIES AND PERFORMANCE 
 
� The synthetic components form an oily film which adheres tenaciously to metal surfaces even when 

the engine has been standing for some time, thus ensuring easy starting and greatly reduced wear 
even under high load conditions. 

 
� Specially selected base stocks, with a naturally high Viscosity Index, reduce the amount of VI-

improving additives, which are more subject to deterioration in use.  
 
� The presence of low-volatility synthetic components with high thermal stability reduces oil 

consumption due to volatility. 
 
� The good detergent-dispersant properties minimize the formation of lacquer and varnish, as well as 

sludge and other engine deposits. Hence eni i-Sint super SN 15W-40 helps preventing ring sticking 
and keeps pistons clean, while maintaining potential deposits in suspension. 

 
� eni i-Sint super SN 15W-40 is very resistant to deterioration, especially that caused by oxidation 

resulting from prolonged exposure to high temperatures in the presence of air and other agents. 
 
SPECIFICATIONS 
 
eni i-Sint super SN 15W-40 meets the requirements of the following American Petroleum Institute 
services and specifications: 
 

• API SN 
 

Disclaimer Clause: 
 
ITALCO reserves the right to vary the specifications, claim and any of the information documented in this datasheet 
without prior notice. The information contained in this document is for general information purposes only. ITALCO makes 
no representations or warranties of any kind, express or implied, about the completeness, accuracy, reliability, suitability 
or availability with respect to the information contained on the datasheet. 

 


